Objective: This study used a high-fidelity simulation to examine factors influencing the accuracy of 201 pieces of information transmitted to nurses and physicians joining a medical emergency situation. Background: Inaccurate or incomplete information transmission has been identified as a major problem in medicine. However, only a few studies have assessed possible causes of transmission errors. Method: Each of 20 groups was composed of two or three nurses (first responders), one resident joining the group later, and one senior doctor joining last. Groups treated a patient suffering a cardiac arrest. Results: Multilevel binomial analyses showed that 18% of the information given to newcomers was inaccurate. Quantitative information requiring repeated updating was particularly error prone. Information generated earlier (i.e., older information) was more likely to be transmitted inaccurately. Explicitly encoding information to be transmitted after the physicians arrived at the scene enhanced accuracy, supporting transfer-appropriate processing theory. Conclusion: Information transmitted to nurses and physicians who join an ongoing emergency is only partly reliable. Therefore, medical professionals should not take accuracy for granted and should be aware of the nature of transmission errors. Application: Medical professionals should be trained in adequate encoding of information and in standardized communication procedures with regard to error-prone information. In addition, technical devices should be implemented that reduce reliance on memory regarding information with error-prone characteristics.
Český abstrakt: Podporu pro přidělení omezených zdrojů pozornosti potřebují operátoři, kteří musí zvládat mnoho požadavků a časté přerušování v doménách bohatých na údaje a řízených událostmi. Bylo zjištěno, že informativní podněty byly stanoveny a interpretovány spolehlivě. Byla oceněna efektivnost podnětů, jejich specifická implementace však vyžaduje přizpůsobení specifickým požadavkům. Objective: This study tested whether the ease of learning to use human-machine interfaces of in-vehicle information systems (IVIS) can be assessed at standstill. Background: Assessing the attentional demand of IVIS should include an evaluation of ease of learning, because the use of IVIS at low skill levels may create safety-relevant distractions. Method: Skill acquisition in operating IVIS was quantified by fitting the power law of practice to training data sets collected in a driving study and at standstill. Participants practiced manual destination entry with two route guidance systems differing in cognitive demand. In Experiment 1, a sample of middle-aged participants was trained while steering routes of varying driving demands. In Experiment 2, another sample of middle-aged participants was trained at standstill. Results: In Experiment 1, display glance times were less affected by driving demands than by total task times and decreased at slightly higher speed-up rates (0.02 higher on average) than task times collected at standstill in Experiment 2. The system interface that minimized cognitive demand was operated more quickly and was easier to learn. Its system delays increased static task times, which still predicted 58% of variance in display glance times compared with even 76% for the second system. Conclusion: The ease of learning to use an IVIS interface and the decrease in attentional demand with training can be assessed at standstill. Application: Fitting the power law of practice to static task times yields parameters that predict display glance times while driving, which makes it possible to compare interfaces with regard to ease of learning. Objective: The aim of this study was to determine how hand space for manual insertion of flexible hoses is affected by insertion method and force. Background: Adequate space is needed during assembly tasks in which workers join parts together with their hands. Hose installations are an example of such a task. Hand clearance envelopes for insertion tasks that involve cylindrical objects, such as a hose, are currently unavailable in the literature. Methods: Participants inserted a flexible 25-mm rubber hose onto a stationary flange using simulated methods similar to those observed in field studies of automotive assembly tasks. Markers placed on the back of the hand and wrists were used to measure postures during the insertion task. Results: Hand clearance envelopes for highforce insertions were significantly larger across methods by an average of 15% for both male (p < .05) and female (p < .01) participants. Rocking insertions resulted in the largest hand clearance envelopes compared with other insertion methods. Rocking and twisting the hose resulted in mean increases in the cross-sectional area of the hand clearance envelopes of 35% and 24%, respectively, compared with the straight push. Differences were significant (p < .05) for male and female participants for both bead height conditions. Conclusion: Both required insertion force and method affect hand clearance envelopes during simulated insertions. Application: These methods can be used by engineers to determine if there is adequate clearance for the hand to grip selected objects. Objective: The aim of this article is to develop a formal model of conflict detection performance. Background: Our model assumes that participants iteratively sample evidence regarding the state of the world and accumulate it over time. A decision is made when the evidence reaches a threshold that changes over time in response to the increasing urgency of the task. Method: Two experiments were conducted to examine the effects of conflict geometry and timing on response proportions and response time. Results: The model is able to predict the observed pattern of response times, including a nonmonotonic relationship between distance at point of closest approach and response time, as well as effects of angle of approach and relative velocity. Conclusion: The results demonstrate that evidence accumulation models provide a good account of performance on a conflict detection task. Application: Evidence accumulation models are a form of dynamic signal detection theory, allowing for the analysis of response times as well as response proportions, and can be used for simulating human performance on dynamic decision tasks. Objective: The present study investigated factors that explain when and why different groups of teammates are more likely to request and accept backup from one another when needed in an environment characterized by extreme time pressure and severe consequences of error: commercial air traffic control (ATC). Background: Transactive memory theory states that teammates develop consensus regarding the distribution of their relative expertise as well as confidence in that expertise over time and that this facilitates coordination processes. The present study investigated whether this theory could help to explain between-team differences in requesting and accepting backup when needed. Method: The present study used cross-sectional data collected from 51 commercial ATC teams. Hypotheses were tested using multiple regression analysis. Results: Teammates with greater experience working together requested and accepted backup from one another more than those with lesser experience working together. Teammate knowledge consensus and perceived team efficacy appear to have mediated this relationship. Conclusion: Transactive memory theory extends to high-stress environments in which members' expertise is highly overlapping. Teammates' shared mental models about one another increase the likelihood that they will request and accept backup. Application: Teammate familiarity should be considered when choosing among potential replacement team members. Training strategies that accelerate the development of teammate knowledge consensus and team efficacy are warranted. Objective: This article describes a new and more repeatable, reproducible, and valid test method for characterizing lumbar support in automotive seating. Background: Lumbar support is important because it affects occupant accommodation and perceptions of seat comfort. Assessing only the lumbar mechanism-particularly in terms of travel-is inadequate because it does not consider the effects of trim and foam. Method: The Society of Automotive Engineers' next-generation H-Point machine and associated loading protocol were used as the basis for the new test. Results: The method was found to satisfy minimum gage repeatability and reproducibility requirements. Validity was demonstrated through a regression model that revealed 93.9% of the variance in subjective ratings of poor uncomfortable lumbar support can be explained by two objective indicators: (1) lumbar support prominence in the full-off position and (2) effective travel. Conclusion: The method can be used to differentiate between seats offering two-way adjustable lumbar support. The best two-way adjustable lumbar seat systems are those that couple little to no lumbar support in the starting or off position (i.e., they are nonintrusive) with a considerable amount of effective or perceptible travel. Application: The automotive industry has long needed a way to address the fact that consumers want more lumbar support than their seats currently supply. This contribution offers a method to objectify an important aspect of automotive seating comfort-namely, lumbar support. This should help human factors professionals produce, but not necessarily guarantee, better consumer ratings. Objective: Our goal was to determine the optimal elevation of tactile map symbols. Background: Tactile perception research predicts that symbol elevation (vertical height) and texture on tactile maps could influence their readability. However, although research has shown that elevation influences detection and discrimination thresholds for single tactile stimuli and that the physiological response of fingertip receptors varies with texture, little is known about the influence of these parameters on the identification of stimuli in the context of multiple symbols as found on tactile maps. Method: Sighted and visually impaired participants performed tactile symbol identification tasks. In Experiment 1, we measured the effect of elevation on identification accuracy. In Experiment 2, we measured the effect of elevation and symbol texture on identification speed. Results: Symbol elevation influenced both speed and accuracy of identification; thresholds were higher than those found in work on detection and discrimination but lower than on existing tactile maps. Furthermore, as predicted from existing knowledge of tactile perception, rough features were identified more quickly than smooth ones. Finally, visually impaired participants performed better than sighted ones. Conclusion: The symbol elevations necessary for identification (0.040 to 0.080 mm) are considerably lower than would be expected on the basis of existing tactile maps (generally 0.5 mm or higher) and design guidelines (0.4 mm). Application: Tactile map production costs could be reduced and map durability increased by reducing symbol elevation. Furthermore, legibility of maps could be improved by using rough features, which are read more easily, and smaller symbols, which reduce crowding of graphics. Objective: The aim of this study was to assess the voice identification benefits of visual depictions of the relative locations of spatialized talkers in a serial listening task. Background: Although spatialized audio is known to improve speech intelligibility and voice identification accuracy within multitalker environments, prior studies have not found any additional benefit for augmenting spatialized audio with visual depictions of relative voice locations. These studies, however, were restricted to small audio environments (four voices), potentially limiting the ability of simple talker location displays to provide additional identification benefit. Method: In the first experiment, 18 participants performed a voice identification task for four-and eight-voice environments under three display conditions: (a) nonspatialized voices with an audio-only display, (b) spatialized voices with an audio-only display, and (c) spatialized voices augmented by a visual display of relative talker locations. In the second experiment, 32 participants performed the same voice identification task within a spatialized eight-voice environment but with audio and visual displays of differing angular scale. Results: Visually depicting relative talker locations improved voice identification performance in terms of both accuracy and response time, particularly for more populous auditory spaces. Both auditory and visual display scale affected these benefits, with large-angle displays performing the best for both modalities. Conclusion: Results indicate that simple visual representations of spatialized audio environments help listeners identify voices and that these representations are more effective when the angular spacing (auditory and visual) between talker locations is increased. Application: These results have important implications for the design and implementation of collaborative audio environments for shared, desktop, and portable communication devices. Background: Previous studies have demonstrated that spatial auditory cues, when combined with visual displays, can enhance performance and decrease workload. However, this facilitation was achieved only when auditory cues shared a common reference frame (RF) with the visual display. In complex and dynamic environments, such as airborne search and rescue (SAR), it is often difficult to ensure such congruency. Method: In a simulated SAR operation, participants performed three spatial tasks: target search, target localization, and target recall. The interface consisted of the camera view of the terrain from the aircraft-mounted sensor, a map of the area flown over, a joystick that controlled the sensor, and a mouse. Auditory cues were used to indicate target location. While flying in the scenario, participants searched for targets, identified their locations in one of two coordinate systems, and memorized their location relative to the terrain layout. Results: Congruent cues produced the fastest and most accurate performance. Performance advantages were observed even with incongruent cues relative to neutral cues, and egocentric cues were more effective than exocentric cues. Conclusion: Although the congruent cues are most effective, in cases in which the same cue is used across spatial tasks, egocentric cues are a better choice than exocentric cues. Application: Egocentric auditory cues should be used in display design for tasks that involve RF transformations, such as SAR, air traffic control, and unmanned aerial vehicle operations. Objective: The effects of fatigue on multiple-task performance were explored through computational cognitive modeling. Background: Fatigue typically has a negative impact on human performance. Biomathematical models exist that characterize the dynamics of human alertness, but the link between alertness and in situ performance on specific tasks is tenuous. Cognitive architectures offer a principled means of establishing that link. Method: We implemented mechanisms for fatigue, which produce microlapses in cognitive processing, into an existing model, adaptive control of thought-rational, and validated the performance predictions with Bratzke, Rolke, Ulrich, and Peters' data on fatigue and multiple-task performance. Results: The microlapse model replicated the human performance results very well with zero free parameters, although the fit was improved when we allowed two individual differences parameters to vary. Conclusion:
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Increased frequency of microlapses as a result of fatigue provides a parsimonious explanation for the impact of fatigue on dual-task performance and is consistent with previous research. Application: Our results illustrate how using biomathematical models of fatigue in conjunction with a cognitive architecture can result in accurate predictions of the effects of fatigue on dual-task performance. Extending and generalizing this capability has potential utility in any safety-critical domain in which fatigue may affect performance. Objective: The purpose of this study was to explore the interrelationship between driver distraction and characteristics of driver behavior associated with reduced highway traffic efficiency. Background: Research on the three-phase traffic theory and on behavioral driving suggests that a number of characteristics associated with efficient traffic flow may be affected by driver distraction. Previous studies have been limited, however, by the fact that researchers typically do not allow participants to change lanes, nor do they account for the impact of varying traffic states on driving performance. Methods: Participants drove in three simulated environments with differing traffic congestion while both using and not using a cell phone. Instructed only to obey the speed limit, participants were allowed to vary driving behaviors, such as those involving forward following distance, speed, and lane-changing frequency. Results: Both driver distraction and traffic congestion were found to significantly affect lane change frequency, mean speed, and the likelihood of remaining behind a slower-moving lead vehicle. Conclusions: This research suggests that the behavioral profile of "cell phone drivers," which is often described as compensatory, may have far-reaching and unexpected consequences for traffic efficiency. Application: By considering the dynamic interplay between characteristics of traffic flow and driver behavior, this research may inform both public policy regarding in-vehicle cell phone use and future investigations of driving behavior. 
